1 Prior to Installation

1.1 Hardware requirement

B 1GHz or higher processor

B 200M or more hard disk space

B 1024x768 monitor resolution or above
B 256M or more RAM

B USB interface and cable

B LAN interface and cable

1.2 System Support

B Microsoft Windows 20 00, XP system
B Win7 32bit and 64bit system

B Vista 32bit and 64bit system

B Windows 8 32bit and 64bit system.

1.3 Software requirement
1.3.1 NET framework 3.5 SP1

The application you are installing requires the Microsoft .NET framework version 3.5 to

run. You can download the Microsoft .NET Framework 3.5 SP1 package directly from

Microsoft. This is a small 3 MB download with just the .NET framework installer. When you
run it, the installer downloads the actual framework components that need to be installed on
your computer. Once you've installed the .NET framework, you can continue installing the
application.

If you plan to install version 3.5 of the .NET framework on a large number of computers,

you can also download the full package of the Microsoft .NET Framework 3.5 SP1. This 231

MB download comes directly from Microsoft. The small 3 MB installer likely needs to
download much less than this, depending on what is already present on your computer. The
installation steps are as follows:

a. Double click the dotnetfx35.exe , launch the install process, dialog as shown below:


http://www.microsoft.com/downloads/details.aspx?familyid=ab99342f-5d1a-413d-8319-81da479ab0d7
http://www.microsoft.com/Downloads/details.aspx?FamilyID=d0e5dea7-ac26-4ad7-b68c-fe5076bba986&amp;displaylang=en

M8 Microsoft .NET Framework 3.5 SP1 Setup

welcome to Setup .ﬁfét Framework

Be sure to carefully read and understand all the rights and restrictions described in the
license terms. You must accept the license terms before you can install the software.

MICROSOFT SOFTWARE SUPPLEMENTAL

Press the Page Down key to see more text,

(3)1 have read and ACCEPT the terms of the License Agresment
()1 DO NOT ACCERT the terms of the License Agreement

[]5end infarmation about my setup experiences ko Microsoft Corparation,
Details regarding the data collection policy

Download File Size: 53 MB

Download Time Estimate: 2 ht 2 min (56 kbps)
14 min (512 kbps)

b. Choose ACCEPT, click Install, dialog as shown above:

B Microsoft .NET Framework 3.5 SP1 Setup A=

Microsoft

Download and Install Progress .n-et Framework

Installing:

[___

j{) Download complete, You can now disconnect from the Internet,

Cancel

c. Wait for the installation to complete and then Click “Exit”

B8 Microsoft .NET Framework 3.5 5P1 Setup

Microsoft

Setup Complete _n_et Framework

Microsoft .NET Framework 3.5 SP1 has been installed successfully.

j‘) It is highly recommended that you download and install the lakest service packs and security
updates For this praduct,

For more information, see Windows Update

.Net Framework 3.5 is now installed on the PC. When installing on Windows 7(64 bits)
or Windows Vista(64 bits) PC complete the following steps to use it:

a. Open control panel, select Uninstall a Program.

b. Select Open or Close Windows Functions in the new window.

c. Check Microsoft .Net Framework in the Windows Functions Dialog box, click OK

button.



NI-VISA:
Before installing the EasyScopeX application, you have to install NI-VISA 5.4, which you
can download from the NI-VISA web site at:

http://www.ni.com/download/ni-visa-15.0.1/5693/en/

After you download the file you can follow the steps below to install it:
a. Double click the visa540_full.exe, dialog shown as below:

¥inZip Self-Extractor — visa540_full... [X|

Tounzip all files in vizaba0_full exe to the specified

! Unzi
folder prezs the Unzip button. Il

Run Winsip

IInzip to folder:

rl.Jrrnant:z: [Zln:nI.-'-.Ir'uIn:n-Eu:I:z:"-.r'-JI-"-.-"IEi.t"-."-.E.¢' Browse... ] Cloze

Ovenwrite files without prompting Abaut

Ywhen done unzipping open:

haetup exe Help

b. Click Unzip, the install process will launch after unzipping files. If your computer needs
to install .NET Framework 4, its Setup process will auto start.

B RI-VISA 5.4

ni.com/visa

NI-VISA

National Instruments VISA Software

Exit all applications before running this installer.
Disabling virus scanning applications may improve installation speed.
This program is subject to the accompanying License Aagreement(s).

National Instruments Corporation is an authorized distributor of Microsoft Silverlight.

W7 NATIONAL
)

1995-20173 Mational Instruments. &ll rights reserved. INSTRUMENTS

Back [ Next>> |[ Cancel ]

c. The NI-VISA install dialog is shown above. Click Next to start the installationprocess.


http://www.ni.com/visa/
http://www.ni.com/download/ni-visa-15.0.1/5693/en/

i RNI-¥ISA 5.4

Destination Directory NATIONAL

Select the primary inztallation directany. INSTRUMENTS

Matiohal Inztrurents software will be installed in a subkalder of the fallowing. To install into 2
different folder, click the Browse button and select another.

Destination Directony

C:“Program Filez'National Instrumentsz' | [ e ]

[ << Back ]l Mests> | [ Cancel l

d. Set the install path, default path is “C:\Program Files\National Instruments\”, you
can change it. Click Next, dialog as shown above.

BN NI-¥ISA 5.4

Features NATIONAL
Select the features bo install. INSTRUMENTS"
B = 'I M54 5.4 Mational Instruments VIS4 driver wersion 5.4, VIS4
= | Fun Time Support provides an AP for controlling I, GPIB, Serial, P=I

=3 -| Corfiguiation Suppart and other types of instruments.

= =| Development Support
=3 ~| Remote Server
¥ | Real-Time Support
¥ | Windows Mobile/CE Support
¥ | Nl Instrument 140 Assistant 2.8.2 ]
(=1 =| Ml Syztem Configuration 5.5.0 ‘[CYH?_J DDDD f?
= ~| NI Measurement & Automation Explorer 5.5 | This feature will be installad on the local hard dive.
(=1 =| MI-1588 Configuration 1.3.0
< E
Directory for MI-ISA 5.4
C:hWFrogram FileshIVI Foundation\WISAY |[ Browse... ]

[Hgstore Feature Defaults] [Qi$k D:ust] [ << Back “ Mests> [ Cancel ]

e. Click Next twice, in the License Agreement dialog, select the “T accept the above2
License Agreement(s).”, and click Next, dialog as shown below:



i RNI-¥ISA 5.4

Start Installation NATIONAL
Review the fallowing surmmary befaore continuing. INSTRUMENTS

Adding or Changing
* MIVISA B4
Fiun Time Support
Confiquration Support
Development Suppart
Remate Server
» NI Sypstem Configuration 5.5.0
* Ml Meazurement & Automation Explorer 55
* MNI-1588 Configuration 1.2.0

Click the Mext button to begin inzstallation. Click the Back button to change the installation settings.

[§ave File... ] [ << Back ]l Mests> | [ Cancel

f.  Click Next to begin installation.

" NI-VISA 5.4 MEES
Installation Complete NATIONAL
INSTRUMENTS"

Installation complete! Tou might be prompted to reboot your machine.

The best way to explore the mew features iz to use the VISA Interactive Control to open

zessions to the new resource types and look at available operations, ewents, and
attributes.

You can use Measurement and Automation Explorer to configare the settings for HI-VISA.

Newt>>

g. Now the installation is complete, reboot your PC.
If you don’t want to install the tools in NI-VISA, you can install only the NI-VISA runtime
engine, which is much smaller than the full version. For example, download NI-VISA Run-Time

Engine 5.4 to your PC and install it as default selection. Its installation process is similar to the full
version.



http://ftp.ni.com/support/softlib/visa/NI-VISA/5.4/windows/visa540_runtime.exe
http://ftp.ni.com/support/softlib/visa/NI-VISA/5.4/windows/visa540_runtime.exe

2 Connect the Instrument and PC

Depending on your specific model your oscilloscope may be able to communicate with a PC
through the USB or LAN interface. This manual takes the USB as an example. (For
instructions to communicate with a PC through the LAN interface see the User Manual.)

a. Connect the USB Device interface at the rear panel of the oscilloscope and the USB Host
interface of the PC using a USB cable. Assuming your PC is already turned on, turn on
your oscilloscope and your PC will display the “Device Setup” screen as it automatically
installs the device driver as shown below.

Installing device...

Flease wait while Setup installs necessary files on your system. This may take
several minutes,

b. Wait for the installation to complete and then proceed to the next step.
2.1 EasyScopeX Software Installation

a. Insert your resource CD supplied with the accessories and double click on the
EasyScopeX_setup.msi file, launch the install process, dialog as shown below:

Welcome to the EasyScopeX Setup Wizard

This wil install EasyScopeX version 1.0 on your computer.

It is recommended that you close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

[ Mext = ][ Cancel

b. Click Next, dialog as shown above:



Select Destination Location
Where should EasyScopeX be instaled?

l Setup will install EasyScopeX into the folowing folder.

To continue, click Next. If you would like to select a different folder, click Browse.

C:\Program Files\EasyScopeX Browse...

At least 13.2 MB of free disk space is required.

[ < Back H Mext = ]’ Cancel

C. Set the install path, default path is “C:\Program Files\EasyScopeX”, you can change it,
click Next, dialog as shown above.

Select Start Menu Folder
Where should Setup place the program's shortcuts?

i Setup will create the program's shortcuts in the following Start Menu folder.

To continue, click Next. If you would like to select a different folder, click Browse.

EasyScopeX Browse...

[ < Back ][ Mext = ]’ Cancel

d. Setup creates a shortcut in the following Start Menu folder. Click Next to choose default
or Click Browse to select a different folder.



Ready to Install
Setup is now ready to begin instaling EasyScopeX on your computer.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location: »
C:\Program Files\EasyScopeX

Start Menu folder:
EasyScopeX

< Back H Install ]| Cancel

e. Click Install as shown above:

Completing the EasyScopeX Setup Wizard

Setup has finished instaling EasyScopeX on your computer. The
application may be launched by selecting the installed icons.

Click Finish to exit Setup.

| Launch EasyScopeX

f.  When the EasyScopeX setup Wizard is complete Click “Finish” to exit and EasyScopeX
is launched.




3 Connect Device

Depending on your specific model your oscilloscope may be able to communicate with a PC
through the USB or LAN interface. This manual takes the USB as an example. (For instructions to

communicate with a PC through the LAN interface see the User Manual.)

c. The application EasyScopeX is shown below.

Scope | Send Commands  Waveforn Screen Capture Scope Configuration Style - kbout Help

Scope Explorer |Add Device Remove Device Disconnect Conmect || Virtnal Panel

Scops Operation Eanel

Scope Explorer kil | Send Commands | Wave Trace | Screen Capture | Configuration Files List

Command to send Command File History Command

sapadoiqeve]

Device N.. Status  Bus Ty.. Addr]

« i r

|
d. Click Add Device Button, the Add Device dialog is shown below:
Add Device S
- [Connect Type| —
RS232 #
USETMC

‘ ¥iT11 ‘

e. Click USBTMC, the Connect DeviceDLG is shown below:



Connect DeviceDLG ——— E=NE2T X ]

The connected devices are list below :

| Add | ‘ cancel ‘
N

f.  Click the Add button to add it to the Scope Explorer, and you can communicate with the

device in the application. Input “*IDN?” in Send Commands text area, as below:
Send Commands |ere Trace I Screen Capture l Configuration Files List

Command to send | Command File | History Command

"IDN?

g. Pressing the Enter key will return for you the device information, the result is shown
below:

| Send Commands lWWave Trace [Screen Cagmrerlr(r:oniﬁg‘graﬁon Files List

Command to send | Command File History Command

*IDN?
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